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MX9 Series Stepper Motors
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General Specifications
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MX09 Outline Drawings

Motor Model 
Number 

Config.
Holding
 Torque

 (2 phases on)

Rated 
Current/ 
Phase

Phase 
Resistance

Phase
 Inductance

Detent 
Torque

Thermal 
Resistance

Rotor 
Inertia

Weight
Shaft Loading

Radial
Force

Axial
Force
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a
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ll

e
l

S
e

ri
e

s 

U
n

ip
o

la
r

oz-in
(Nm)

+/-10%
Amps DC

Ohms       
+/-10%

mH            
 Typical

oz-in 
(Nm)

Mounted 
°C/Watt

oz-in-s2              
(kg-m2

x 10-3)

lb
(kg)

lb
(N)

lb
(N)

MX91-FF-206U
180 

(1.27)

3.0 1.0 10

2.0 2.9
0.0095 
(0.067)

6.0 
(2.7)

25
(111)

50
(222)

MX91-FF-402U 4.0 0.72 6.0

MX91-FF-403U 6.0 0.18 1.5

MX92-FF-206U 370 
(2.61)

4.0 1.0 11
4.0 1.7

0.0174 
(0.123)

9.0 
(4.1)

25
(111)

50
(222)MX92-FF-401U 7.0 0.28 2.8

MX93-FF-206U
550 

(3.88)

4.0 0.90 13

7.0 2.1
0.0265 
(0.187)

11
 (5.0)

25
(111)

50
(222)

MX93-FF-401U 5.0 0.65 8.0

MX93-FF-402U 7.0 0.16 2.0

MX09 Performance Data

 
b  .003 [.076]  A 

 1.19 ± .02 [30.23 ± .51] .25±.01
[6.35±.25]

  .75 [19.05] MAX

 2.19±.04[55.63±1.02]

"A" MAX

 .50[12.7] MIN

 2.66±.01[67.56±.25]

Ø .3750 [9.525]
.3745 [9.512]

Ø .3750 [9.525]
.3745 [9.512]

h  .002 [.051] 

OPTIONAL DOUBLE ENDED

SHAFT AVAILABLE

h  .002 [.051] 
 -A- 

Ø 2.875 ± .002 [73.03 ± 0.06]

j Ø.002 [.051]  A 
 -B- 

.078 [1.98]

.048 [1.22]

.50-14 NPT  4 LEADS
 12"[304] MIN
LEAD LENGTH
#18 AWG (0.962)

 45° 

 90° 

o 3.42[86.87]  MAX

Ø 1.18 [29.97] MAX

Ø .223 [5.66] THRU

j Ø .010 [.254]m  B Model “A” Max

MX91 308 (78.24)

MX92 4.33 (110.0)

MX93 5.70 (144.8) Dimensions in inches [mm]

Note: See page 88 for MX series connection diagrams and switching information.
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MX11 Series Stepper Motors

MX11 Outline Drawings

1.750 [44.45]
2 PLACES

3.51 [89.16]
3.49 [88.64]
 2 PLACES

3 MOUNTING HOLES
#10-32 X .36 [9.14] MIN DP.
EQ.SP.120° APART ON A
3.000 [76.20] Ø B.C.
.24 [6.10] Ø REF. X 82°C'SINK

Ø .291 [7.40]
  .271 [6.88]

 4 HOLES LOCATED
 AS SHOWN

Ø .3750 [9.525] 

Ø 1.25 [31.75] 

  .3745 [9.512]

4 PLANETARY MOUNTING
HOLES #10-32 X .36 [9.14] MIN. DP. EQ. SP.

90° APART ON A 3.625 [92.08] DIA B.C.

"B"

MAX

“D”

.50 [12.7]

Ø 2.188 [55.58] 
2.184 [55.47]

4.20 [106.88]
MAX.

“A” MAX

 “C”

3.21 [81.53]

MAX

.16 [4.07]   REF

.38 [9.7]

.32 [7.8]

.052 [1.32]

.072 [1.83]

12" [304] MIN LEADS

OPTIONAL 
DOUBLE ENDED
SHAFT

FROM GROMMET

o

o

Dimensions in inches [mm]See next page for dimensions table and shaft details.

General Specifications
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Motor
Model

Number 

Config.
Holding 
Torque 

(2 phases on)

Rated 
Current/ 
Phase

Phase 
Resistance

Phase 
Inductance

Detent 
Torque

Thermal 
Resistance

Rotor 
Inertia

Weight

Shaft Loading

Radial
Load

Axial
Load
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a

ra
ll
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l
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n
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o
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r

oz-in (Nm)         
+/-10%

Amps 
DC

Ohms       
+/-10%

mH             
Typical

oz-in 
(Nm)

Mounted 
°C/Watt

oz-in-s2              
(kg-m2

x 10-3)
lb (kg)

lb
(N)

lb
(N)

MX111 850 (6.0) 1.1 3.6 16
6.0 

(4.24)
7.4

0.55
 (393)

10 
(4.5) 

25
(111)

50
(222)

MX112 1390 (9.82) 2.7 2.5 2.5
12 

(8.47)
1.8

0.114 
(806)

18 
(8.2)

25
(111)

50
(222)

MX11 Performance Data

MX11 Outline Drawings (continued)

Dimensions and Shaft Details

"B"

MAX

R .090 [2.2] MAX

±.010.328
[8.3±.25]

1.00 ± .010 [25.4]
USABLE FLAT

DETAIL A
3/8 ” SHAFT

DETAIL C
5/8” SHAFT

Ø -A- 

1.00±.01 [25.4 ± .254]
USABLE KEYWAY

.517 [13.14]

.502 [12.76]

Ø .625 [15.88]
.6245[15.87]

[3.18±.03]

R.500 [12.7] MAX

.190 [4.83]

.188 [4.78]
j .010 [.254] A 

DETAIL B
1/2” SHAFT

Ø -A- 

.50±.020
[12.7±.51]

Ø .518 [13.16]
.500 [12.7]

.1450 [3.69]

.1355 [3.45]

Ø .5000 [12.7]
.4995 [12.69]

.125±.001 [3.18±.03]
j .010 [.254] A 

Model “A” Max “B” Max “C” “D” Shaft Detail

MX111-FD/FF 5.06  (128.6) 1.25 (31.8)

Ø 0.375/0.3745 
(9.525/9.512)

2.18 +/- 0.04 (55.3) A

MX112-FD

7.45 (189.2) 1.38 (35.1)
1.25 +/- 0.04 

(31.55)

B

MX112-FJ

C
MX112-FF

Ø 0.5000/0.4995 
(12.70/12.69)

Dimensions in inches [mm]

Note: See page 88 for MX series connection diagrams and switching information.


