AKMH Installation |1 English

1.3.4 Model number description

AKMH3 2B - ANKNR- 1K
Frame size Shaft seal
2:3,4,5.:6 < K IP69K (shaft seal)
Rotor length
1:2:3.4:5 = Cable length*
1,2, 3,..9 AtoF
|1 mincrements up to max. 15 m
Winding type N
Al <
S special
Feedback One cable version*
CA  SFD3 (single turn,2 lines)
Flange, Shaft .|GE HIPERFACE DSL (single turn)
AC |EC flange mount, closed keyway GF HIPERFACE DSL (multi turn)
AN  |EC flange mount, smooth shaft
CC |EC face mount, closed keyway
CN |EC face mount, smooth shaft ¢
Eeedback Two cable version*
BK*' NEMA flange mount, open keyway 2-  Comcoder 2048 PPR
BN*' NEMA flange mount, smooth shaft R- Resolver (2 poles)
DK*' NEMA face mount, open keyway l——— DA  EnDat 2.1 Encoder (single turn)
DN*' NEMA face mount, smooth shaft DB EnDat 2.1 Encoder (multi turn)
S special GA HIPERFACE SKS36 (single turn)
GB HIPERFACE SKM36 (multi turn)
G, H are alternative flange variants. LA  EnDat 2.1 Encoder (inductive ST)
For more information contact your LB  EnDat 2.1 Encoder (inductive MT)
Kollmorgen sales contact. S special
Brake
2 24V holding brake
» N w/o brake
S special
Connection**
»B, G KLMTVW
S special

*1 = NEMA flanges are described in the US selection guide, available from the Kollmorgen
website www_kollmorgen.com).

*2 = for more details see (= # 15).
*3 = for more details see (= # 16).

*4 = for more details see (= # 17).
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